
• Available in pin counts of 4, 5, and 8
• Screw termination
• A code, B code, & D code
• Non-removable contacts
• High mating cycles
• Up to 4 AMP contact rating / -40C to +85C
• IP67 performance in both mated & unmated conditions

FEATURES & BENEFITS

VULCON™ M12 circular field installable connectors are designed 
to easily accommodate a variety of applications including 
industrial communication equipment, process automation, 
robotics, and factory floor installations. These field installable 
connectors utilize screw terminations allowing for efficient 
assembly in the field while still providing an IP67 rated solution 
where standard over-molded connectors are not an option.

Rugged and Reliable Field Deployable
VULCON FIELD INSTALLABLE
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Plastic Shell Plastic Shell Plastic Shell

Metal Shell Metal Shell Easy Install

M12 5 Pin Male M12 5 Pin Female M12 8 Pin Male

M12 8 Pin Female M12 8 Pin Male Contact Clamp Screws

VULCON FIELD INSTALLABLE VULCON
FIELD 

INSTALLABLE

4 Position

A Code
858FA04-103RAU1
858FA04-203RAU1
858FA04-103RBU1
858FA04-203RBU1
858FA04-103RCS1
858FA04-203RCS1

D Code
858FD04-103RAU1
858FD04-203RAU1
858FD04-103RBU1
858FD04-203RBU1
858FD04-103RCS1
858FD04-203RCS1

5 Position

A Code
858FA05-103RAU1
858FA05-203RAU1
858FA05-103RBU1
858FA05-203RBU1
858FA05-103RCS1
858FA05-203RCS1

B Code
858FB05-103RAU1
858FB05-203RAU1
858FB05-103RBU1
858FB05-203RBU1
858FB05-103RCS1
858FB05-203RCS1

8 Position

A Code
858FA08-103RAU1
858FA08-203RAU1
858FA08-103RBU1
858FA08-203RBU1
858FA08-103RCS1
858FA08-203RCS1

Indicates Metal Shell


